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 Pictured: Elm Creek - 6” x 24” Porcelain Panel  (82504)

PORCELAIN PANELS

PRODUCT TESTING

Properties Test Method Minimum Maximum Results

Chemical Strength ISO 10545-13
Resistance to low concentrations of alkalies and acids
Resistance to high concentrations of alkalies and acids

Resistance to household chemical products and swimming pool additives

GLA
GHA
GA

Water Absorption ISO 10545-3 - ≤ 0.5% 0.1%

Bending Strength ISO 10545-4 - N ≥ 27N / mm2 55.7 N / mm

Frost Resistance ISO 10545-12 No sample must show alterations to the surface Frost-Proof

Stain Resistance ISO 10545-14 - Class ≥ 3 Class 5

Abrasion Resistance
Internal

 Classification 
System

Glazed tiles - Abrasion class from I to V Class V

Hardness in Mohs Degrees Mohs - ≥ 5° Mohs 8

Elm Creek - 6” x 24” Porcelain Panel  (82504)
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Stoneriver - 6” x 24” Porcelain Panel  (82503)

 Pictured: Stoneriver - 6” x 24” Porcelain Panel  (82503)

Fresh Spring - 6” x 24” Porcelain Panel  (82502)

PORCELAIN PANELS
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 Pictured: Timberwolfe - 6” x 24” Porcelain Panel  (82500)

Timberwolfe - 6” x 24” Porcelain Panel  (82500)

Wildwood - 6” x 24” Porcelain Panel  (82501)

PORCELAIN PANELS
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620 Parkridge Avenue
Norco, California 92860

P | 951.340.3383
F | 951.340.2429

www.JeffreyCourt.com

Cover Image: Wildwood - 6” x 24” Porcelain Panel  (82501)

Back Image: Fresh Spring - 6” x 24” Porcelain Panel  (82502)

Please Note:

All product shots are artistic interpretations of actual product. Due to the nature of the printing process, we recommend obtaining physical samples of product 

for actual color representation.

Reservoir Collection is designed to have the shading and natural characteristics associated with stone and wood; We strongly recommend laying out and blending  
the tiles prior to installation.

Designed & imported by Jeffrey Court in California.

C-SCR-2018

SPECIALTY - RESERVIOR
PRICE LIST

Stoneriver 82503

Fresh Spring 82502

Timberwolfe 82500

Wildwood 82501

Elm Creek 82504
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RESERVOIR

PRODUCT OFFERINGS

Porcelain Panel
6” x 24”

PRODUCT TESTING

Properties Test Method Minimum Maximum Results

Chemical Strength ISO 10545-13
Resistance to low concentrations of alkalies and acids
Resistance to high concentrations of alkalies and acids

Resistance to household chemical products and swimming pool additives

GLA
GHA
GA

Water Absorption ISO 10545-3 - ≤ 0.5% 0.1%

Bending Strength ISO 10545-4 - N ≥ 27N / mm2 55.7 N / mm

Frost Resistance ISO 10545-12 No sample must show alterations to the surface Frost-Proof

Stain Resistance ISO 10545-14 - Class ≥ 3 Class 5

Abrasion Resistance
Internal

 Classification 
System

Glazed tiles - Abrasion class from I to V Class V

Hardness in Mohs Degrees Mohs - ≥ 5° Mohs 8


